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Mounting and Wiring

Mount the sensor firmly so that the object to be detected is never within 203 mm (8.0 inches) of the face of the sensor.  For best results the sensor face should be parallel to the object surface.  Also the sensor should be away from air currents.

Dimensions




Wiring Connections


[image: image6.png]
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Operation

Every cycle, which is typically 100 milliseconds, the sensor sends the distance reading to the rs232 serial port.  The sensor can be configured to send the distance in either inches or meters.  Each distance reading is followed by a CR (carriage return) and LF (line feed).


999.9<CR><LF>
Inches


9.999<CR><LF>
Meter

RS232 Serial Communication

9600 Baud, 8 data bits, 1 stop bit, and no parity.

Multicolor LED States

The multicolor LED is green when an object is detected and off otherwise.

Amber LED

The amber LED is on if power is applied to the sensor.

Using with Superprox+

Superprox+ version 1.2 and higher can configure this sensor.  The SC909A-8R0 selection is in the menu other dropdown list.  Connect the sensor RS232 output to the PC serial port as shown in the wiring connections illustration.  When requested by the program, apply power to the sensor.  The AC441A currently cannot be used to configure this sensor.
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Beam Plot
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Accessories

Model: AC149
Straight, 5-conductor, 5 meters (16 feet)

Model: AC233
Mounting bracket, right angle
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Mounting Bracket Dimensions
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General Specifications

Power Supply:   +12 to 24 VDC (+/- 10%) @ 80 mA 
Output:  RS232 - 9600 baud, 8 data bits, 1 stop bit, no parity

Operating Temperature:
-10(C to 60(C (14(F to 140(F) @ 100% relative humidity

Sensing:
   Range:  304.8 to 8,001.0 mm (12.00 to 315.00 inches)

   Sensor Angle with respect to smooth flat surface:  90( ( 10(
   Repeatability:   ( 0.86 mm (0.034 inch) from smooth flat surface at

                           constant air temperature

Quick Disconnect Cable:
   AC149: Straight, 5-conductor, 5 meters (16 feet)

Sensor Housing Material:
   Case: PEI
   Face: Epoxy - White

Sensor Ratings and Approvals
   NEMA 1, 3, 4x, 12, 13, and IP 67

   Installation/Overvoltage Category: II

LIMITATIONS AND EXCLUSION OF WARRANTIES
All goods purchased from Hyde Park Electronics LLC shall be free from defects in materials, design and workmanship under normal conditions of use for one year from the date of shipment.  THIS WARRANTY IS THE SOLE WARRANTY AND IS EXPRESSLY IN LIEU OF ALL OTHER WARRANTIES, EXPRESS OR IMPLIED, INCLUDING BUT NOT LIMITED TO ANY IMPLIED WARRANTY OF MERCHANTABILITY OF FITNESS FOR A PARTICULAR PURPOSE.  THE LIABILITY OF HYDE PARK TO ANY PURCHASER SHALL BE LIMITED EXCLUSIVELY TO THE COST OF REPLACEMENT OR REPAIR OF DEFECTIVE PARTS, AND SHALL NOT INCLUDE LIABILITY FOR ANY DIRECT, CONSEQUENTIAL OR INCIDENTAL DAMAGES WHATSOEVER, WHETHER FORESEEN OR UNFORESEEN, INCLUDING BUT NOT LIMITED TO LOST PROFITS, LOST SALES, OR INJURY TO PERSONS OR PROPERTY.
HYDE PARK ELECTRONICS LLC
1875 Founders Drive

Dayton, Ohio  45420-4017

Phone (937) 252-2121   Fax (937) 258-5830

Email: help@sesensors.com

Web Site: http://www.sesensors.com

( 2000-2006 Hyde Park Electronics LLC

Ultrasonic RS-232 Output Sensor

30 mm, Configurable Unit
RS-232 Programming / Data Output
SUPERPROX(
SC959A-8R0
[image: image4.png]Sensors for the Real World




OPERATOR INSTRUCTIONS
This self-contained, ultrasonic RS-232 output sensor provides an RS-232 distance reading that is the distance from the front face of the sensor to the object position.  The RS-232 distance reading can be configured to either inches or meters.  Objects that are transparent, opaque, plastic, glass, metal, liquid, or solid can be detected within the sensing range. A multicolor LED indicates object presence and an 
Amber LED indicates sensor power.0.95, 1.45, 1.80, 3.00, 3.50



8,001.0 mm
(315.00 in.)


304.8 mm
(12.00 in.)


0.0 mm
(0.0 in.)
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Figure 1 

     Literature and application engineering assistance are provided by Hyde Park 
            and its authorized distributors to aid the customer in selecting the 
             product for an application.  The customer, however, is responsible 
                for determining the suitability of the product in the application.
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