Mounting / Alignment
Mount the sensors so that receiver transducer is lined up with the transmitter transducer.  Mount the sensor firmly to avoid vibration.

Wiring Connections, Micro Connector Model



Indicator LED
Amber when ultrasonic energy from transmitter is detected (not blocked).

Green when ultrasonic energy is not detected from transmitter (blocked).


Accessories

Model 
AC246

Mounting Bracket, Right Angle 

Model 
AC247

Conveyor Rail Clamp/Bracket Set

Mounting Bracket Dimensions
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AC246 - Right Angle Bracket



AC247 - Conveyor Rail Clamp / Bracket


General Specifications

Power Supply:

Supply Voltage:
+12 to 24 VDC, ( 10%


Transmitter Current:
50 mA max per set (not including load)


Protection:
ESD and reverse-polarity

Sinking Output:

Maximum on-state voltage drop @ 100mA:
0.75 V


Maximum load current:
100 mA


Maximum applied voltage:
30 VDC


Protection:
ESD and over-current

Sourcing Output: 


Maximum on-state voltage drop @ 100mA:
1.10 V


Maximum load current:
100 mA


Maximum output voltage:
Vsupply - 1.10V @ 100mA


Protection:
ESD and over-current

Response Time: 
0.4 mS On / 10 mS Off
Temperature: 


Operating Temperature:
-20(C to 65(C (-4(F to 149(F), @ 100% relative humidity


Storage Temperature:
-40(C to 100(C (-40(F to 212(F)

Sensing: 


Range
50.8 mm (2.00 in.)


Minimum-size Detection


Dimensions: 
33.02 mm (1.30) x 19.05 mm (0.75) x 7.62 mm (0.30)

Cable: 
Model No.  AC130 - Straight, Micro - 5 meters (16 ft.) 




Model No.  AC132 - Right Angle, Micro - 5 meters (16 ft.)



   
(Must be purchased separately)

Materials: 


Housing:
PEI


Transducer face:
Epoxy


Cable:
Non-toxic PVC jacket


LEDs:
Polycarbonate

Environmental Ratings:
NEMA 5, 12, 12K, 13, and IP67


Installation/Overvoltage Category
II
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Flat Profile Thru-Beam
 Ultrasonic Receiver 

Normally Open Outputs


Sensing Range is 50.8 mm (2.00 in.)

Micro Connector Model

SM481A-02-02NLFP
OPERATOR INSTRUCTIONS

This ultrasonic, thru-beam receiver, when paired with a compatible transmitter is capable of sensing nearly any object, even transparent materials such as glass, plastic, and clear film.  Both a sinking (NPN) output and a sourcing (PNP) output are standard.

50.8 mm (2.00 in.)



Figure 1

Literature and application engineering assistance are provided aid the customer in selecting the product for an application.  The customer, however, is responsible for determining the suitability of the product in the application.
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